HEAT-SHRINKABLE CAP WITH
FACTORY APPLIED WATERPROGF
SEALANT. (SIZED TO ACCOMMODATE

NUMBER OF CABLES) ~—_
™ /"\
)Fr TLA

~
TRIMMED CABLES-———

ELECTRIC FEEDER CABLE, SUCH
AS UNIT DUCT (SIZE AS NOTED
ON CONTRACT DRAWINGS)

ELECTRIC CABLE TO LUMINAIRE
(SIZE AS NOTED ON THE P
CONTRACT DRAWINGS) ~

SPLICING ELECTRIC

~——~ COMPRESSION TYPE COPPER
///' SLEEVE (SIZED FOR ACTUAL
NUMBER OF CABLES AND MFR.
SUGGESTED CRIMP TOOL USED)

———SEALANT TAPE OR INSERT

(ARQUND AND THROUGH
CROTCH OF SPLICE)}

~~~~~~~~~~~ EXPOSED SEALANT

NOTE: NUMBER OF CABLES
IN SPLICE MAY VARY

CABLE
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—~—~COMPACTED GRANULAR (CA-€)
BACKFILL IN AREAS UNDER PAVEMENT
COMPACTED SELECTED BACKFILL
UNDER TURF AREAS.

6" WARNING TAPE

TTTT——SAND BACKFILL (ONLY WHEN CONDUIT OR

UNIT DUCT IS PLACED IN TRENCH)

6" to 12"

CONDUIT OR UNIT DUCT

TRENCH AND BACKFILL

FOUNDATION DESIGN TABLE

NOTES: FOUNDATION

THE ENGINEER SHALL DETERMINE THE CLASS OF SOIL DURING EXCAVATION AND SELECT
THE DESIGN DEPTH OF FOUNDATION FROM THE DESIGN TABLE.

THE DESIGN DEPTH “D” OF FOUNDATION SHALL BE ACCORDING
TO FIELD CONDITIONS.

EXCAVATION OF THE POLE FOUNDATION SHALL BE MADE WITH AN AUGER 24” IN DIAMETER.

THE CONTRACTUR SHALL USE #3 SPIRAL AT 6" PITCH OR AT HIS OPTION MAY SUBSTITUTE

#3 TIES AT 12" 0.C

THE ANCHOR BOLTS TIED WITH REINFORCEMENT AND RACEWAYS SHALL BE PROPERLY
SECURED IN PLACE BEFORE THE CONCRETE IS PLACED IN THE FORM.

CONCRETE SHALL BE CLASS “SI”.
BEFORE THE LIGHT

CONCRETE FOUNDATION MUST BE CURED FOR (10) TEN
STANDARD IS ERECTED.

DAYS

THE CABLE TRENCH SHALL BE BACKFILLED AND FIRMLY COMPACTED BEFORE THE LIGHT POLE

IS ERECTED.

ANCHOR BOLTS PROJECTION ABOVE THE TOP OF THE FOUNDATION SHALL BE ACCORDING TO THE

REQUIREMENTS OF POLE MANUFACTURER.
RACEWAYS SHALL PROJECT 17 ABOVE THE TOP OF THE FOUNDATION.

REINFORCEMENT BARS SHALL COMPLY WITH ARTICLE 1006.10 OF THE STANDARD SPECIFICATION.

THE GROUND ROD. REINFORCING BAR AND ANCHOR BOLT SHALL BE TIED WITH #2 COPPER
AND CONNECTION SHALL BE EXOTERMIC WELD.

2-1/C, *10 AWG, 600V,
{XLP TYPE USE-2) , COLOR CODED
CABLES IN POLE SHAFT

QUICK DISCONNECTS - 2 POLE, DEVICE SHALL
ELECTRICALLY AND MECHANICALLY DISCONNECT
BOTH LOAD PHASE CONDUCTORS SIMULTANEQUSLY
2-4 AMP SLOW FUSE-250 W HPS LAMP

SPLICED CABLES

i-1/C *6 GROUND
/—— 600 V (XLP-TYPE USE-2)

e POLE SHAFT

2- 1/C %4 AWG, 600V,
(XLP TYPE USE~2), COLOR \
CODED CABLES

%"~ 16 N.C. GROUNDING LUG TRANSFORMER BASE, ALUMINUM

ON HANDHOLE FRAME

g#

WIRE

F.A p TOTAL
RTE. SECTION COUNTY  |LEETS

336 [99~00232~OO'WR KANE <71

STA. TO STA.

FED. RGAD DIST. NO, IILLINOIS[ FED. AID PROJECT
(onmrpeTin BETID

RACEWAYS PARALLEL
TO EDGE OF PAVEMENT

UNIT _BUCT

12 ABOVE FOUNDATION

- ANCHOR BOLT (ASTM 687) GALVANIZED

0 {DESIGN DEPTH)

. 4-1* DIA.
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K %
—/p"*1" CHAMFER
5, A
3% AND NOT TO EXCEED IDOT STANDARD

VS m/% N S/

/-—"6 BARE COPPER

e —

— T EXOTHERMIC WELD
- T CONNECTION

T EXQTHERMIC WELD CONNECTION
TO REINFORCING STEEL AND ANCHOR BOLTS

N
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‘\f72-3'/'3” DIA. X 36'R
RACEWAYS MIN. OR
AS REQUIRED IN FIELD

-8-%6 VERTICAL BARS

—*3 SPIRAL

Mo

TS~ GROUND ROD
%, DIA. X 10' LONG

24 DIA. H

FOUNDATION DETAIL
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1" DIA. X 5'-0*

DESIGN DEPTH OF FOUNDATION REINFORCEMENT IN FOUNDATION 2-34" DIA. X 36"R B \
RACEWA .
TYPE OF SOIL SINGLE ARM  TWIN ARM SINGLE ARM TWIN ARM A REOEISRgDININO?IELD \ Y THICK x 2 DIA.
o 0 VERT BARS SPIRAL VERT BARS SPIRAL HASHER, "TACK \
SOFT CLAY 3.962 m 4.872 m 8-#EX3.810 m #3x37.186 m B-#6x4.343 m #3x42.977 m e
(13'-0") {15'~0") 125-0") (122') {(14'-3"} (141" . 1
8-6% VERT. / %3 SPIRAL
MEDIUM CLAY 2.8%6 m 3.27T m B-#6%2.743 m #3x27.432 m 8-#6x3.048 m #3%x30.480 m
8’ -6") (10°~-97) (97-0") 190° )» {10/ -0 100" SECTION A_A ANCHOR BOLT DETAIL
STIFF CLAY 2.134 m 2,438 m 8-#Gx1.981 m #3x20.112 m B-#6x2.286 m #3x23.165 m
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